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DM60+
FRANKING MACHINE

ENTRY LEVEL FRANKING SYSTEM

Save money on postage. 

The FMC DM60+ is the ideal franking 
machine for any small office sending 
up to 20 letters or parcels per day. 

A built-in scale gives the exact postage 
every time, providing you with the 
convenience, efficiency and savings 
you expect from franked mail.

DM60+
FRANKING MACHINE
Get more from your mail. More accuracy, more appeal, more savings and more insight.

Our all-in-one DM60+ mailing system with its built-in scale lets you weigh and calculate postage at the touch of a button.  

You get exact postage every time - no guesswork. You can even print promotional messages on your envelopes!

Print postage on letters and packages right from your office. Save time and money while you’re at it. Enjoy the convenience  

of a digital postage meter and avoid the hassle of going to the post office.

The  DM60+ incorporates a 2.5kg integral weighing platform, freeing up desk space and guaranteeing that each letter or 

package bears the correct postage value. No more time consuming trips out of the office to buy stamps - order your postage 

by phone in just under a minute. Use the exact postage every time - no more over stamping to ‘ensure it gets there’

• The DM60+ incorporates a 2.5kg 
 integral weighing platform, freeing 
 up desk space and guaranteeing that 
 each letter or package bears the correct 
 postage value.

• No more time consuming trips out of 
 the office to buy stamps - order your 
 postage by phone in just under a 
 minute.

• Use the exact postage every time -  
 no more over stamping to ‘ensure it 
 gets there’

• Promote your business - put your logo 
 or company name on every letter you 
 send.

• Mail standard letters, packages and 
 even recorded and special delivery.

• Intellilink® connects the DM60+ to a 
 secure server, via the Internet, enabling 
 services such as postal tariff changes, 
 software updates and advertising 
 slogans to be downloaded quickly  
 and effortlessly.

DM60+ BENEFITS - YOUR USER FRIENDLY MAILING SYSTEM 



DM60+ SPECIFICATIONS

DM60+ FRANKING SYSTEM

THE FRANKING MACHINE COMPANY

When you invest in any new mailing equipment for your 
company, you have several objectives in mind. You expect 
savings on running costs, allied to improvements in 
productivity, efficiency and professionalism. How do you 
achieve this?

With the aid of totally independent, expert advice. From a 
company who knows you and your individual needs, and can 
prescribe the optimum solutions from all the options the market 
offers. In other words, from The Franking Machine Company 
Limited.

As an ISO 9001 company, we pride ourselves on the quality of 
service we provide for all our clients, irrespective of their size. 
For a professional comprehensive, independent service covering 
the purchase, supply and maintenance of all mailing equipment, 
we are without rival in the UK.

For further details or a discussion of your individual 
MAILING requirements, call today on  

FREEPHONE 0800 955 2341.

P A R T N E R S  I N  P O S T FRANKING MACHINE COMPANY LIMITED  
130 ST. MARY’S ROAD, LIVERPOOL, L19 2JG

FREEPHONE:0800 955 2341 
INFO@FRANKING.COM
WWW.FRANKING.CO.UK
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1. CONTROL PANEL 
Allows you to enter and 
set up information on your 
meter

2. LED  
Lights amber when your 
DM60+ series meter is low 
on ink

3. MAIL DECK 
Supports your envelope, 
post card or tape sheet as 
you insert it for printing

4. SCALE  
Allows you to weigh a mail 
piece so you or the DP60+ 
meter can calculate the 
correct postage

5. TOP COVER  
Opens to allow 
replacement of the ink 
cartridge

Size: 231mm high x 351mm  
long x 264mm deep

Weight: 4.0kg

Power requirements: 220-240 VAC, 
50/60Hz. 0.25A

Communication Ports: 1USB, 1RJ-11,  
1 Serial

Throughput: Up to 18 letters per minute

Print Resolution: 300 x 600 dpi

Maximum Print image Area:  
25.2 x 140mm

Tape Sheets: Self-adhesive type  
(dual tape sheets)

Internal Envelope Ad Storage:  
Up to 15

Internal Postal Inscription Storage:  
Up to 15

MATERIAL:

Minimum Size:  
127mm wide x 89mm Deep

Thickness:  
0.18mm to 8.00mm


